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WHAT  TIMBOLOK  IS 

TIMBOLOK  is  the  first  prefabricated  wooden  building  to  be  offered  at  a  price 
actually  lower  than  any  type  of  insulated  wood  construction.  The  low  cost  of  TIM¬ 
BOLOK  is  due  to  its  unique  patented  wall  members  and  other  integrated  parts, 
being  produced  on  a  mass  production  basis  in  a  modern  factory  with  modern  machinery. 
Over  fifty  TIMBOLOK  plans  are  immediately  available,  only  a  few  of  which  are 
shown  in  this  booklet.  Floor  plans  range  from  one  to  seven  bed  rooms  with  a  variety 
of  arrangements. 

These  plans  represent  the  result  of  wide  architectural  experience  in  small  house 
planning,  and  have  been  chosen  for  their  architectural  distinction,  functional  arrange¬ 
ment,  economy,  and  proven  satisfaction. 


TIMBOLOK  construction  is  not  confined  to  our  own  plans.  Any  plan  can  be  readily 
adapted  to  TIMBOLOK  without  sacrificing  details  or  measurements.  Buildings 
from  our  standard  plans  can  be  fabricated  and  delivered  within  a  few  days  after 
receiving  the  order;  buildings  from  special  plans  take  slightly  longer. 

ALL  TIMBOLOK  houses  have  outside  walls  of  solid,  kiln-dried  Western  Red  Cedar 
4"  thick.  Some  of  the  advantages  of  a  solid  wooden  wall  are  added  structural 
strength,  freedom  from  vibration,  permanent  insulation  with  reduced  fuel  costs,  slow 
burning  and  maximum  durability. 

The  insulating  qualities  of  cedar  are  given  in  the  following  table  of  the  "Information 
Series"  of  "Western  Red  Cedar  Lumber,"  Series  T.D.,  Sheet  No.  5. 


RELATIVE  CONDUCTANCE  VALUES 

Comparative  Thickness  of  Materials  for  Equal  Conductance  Values 


Material 

*Conductivity 

Per  Inch  of 
Thickness. 

Equivalent  Thickness 
for  Equal  Conductive 
Value  (inches) 

Western  Red  Cedar  . 

.  .65 

1.00 

Hollow  Tile . 

.  3.44 

5.30 

Hollow  Concrete  Blocks  . 

.  4.84 

7.45 

Brick . 

.  5.00 

7.70 

Concrete  . . 

.  8.30 

18.80 

*"Cost  of  Comfort" — N.L.M.A.  except  Cedar  taken  from  H.P.  &  A.C.  1933,  in  B.T.u  per  hour  per 
square  foot  per  degree  F.  temperature  difference  between  surfaces. 


All  lumber  used  in  TIMBOLOK  buildings  is  kiln-dried.  This  includes  the  girders, 
joists,  studs,  rafters  and  exterior  walls.  Kiln-dried  lumber  is  pre-shrunk  lumber  and 


BETTER,  FOR  LESS,  WITH  TIMBOLOK 


assures  the  owner  that  once  it  is  in  place,  it  will  remain  in  place  and  eliminates  un¬ 
necessary  shrinkage  and  cracks.  TIMBOLOK  houses  inspected  several  years  after 
erection  prove  this  to  be  true.  They  stay  "puf- ”  All  wood  used  in  a  TIMBOLOK 
house  has  15%  or  less  moisture  content  which  eliminates  expansion  and  contraction 
The  moisture  content  is  continually  checked  during  the  cutting  process  in  our  mill 
where  the  moisture  in  the  center  of  the  wood  is  tested  and  recorded.  (See  cut) 

THE  TIMBOLOK  patented  4"  wall  member  combines  in  one  piece  the  clapboard, 
sheathing  paper,  sheathing,  studs  and  insulation  commonly  used  in  conventional 
construction,  thereby  simplifying  the  parts,  increasing  the  speed  of  erection,  and 
reducing  the  labor  costs. 

All  materials  are  delivered  cut  to  length  and  prefit  with  the  exception  of  the  roof 
sheathing,  flooring  and  a  few  moldings.  The  sash  are  delivered  glazed,  fitted  and 
hung,  all  glass  being  bedded  and  puttied.  The  trim  for  the  windows  and  doors  is 
all  prefit  with  patented  mitre  joints  and  ready  to  install.  The  exterior  and  interior 
walls  and  partitions  are  all  prefit  and  ready  to  erect. 

TIMBOLOK  buildings  are  erected  only  under  the  direct  supervision  of  our  engineers. 
Experience  has  proven  this  to  be  the  most  economical  and  satisfactory  method,  which 
assures  the  owner  of  first-class  workmanship. 

The  erection  of  a  TIMBOLOK  house  is  comparatively  simple,  the  material  being 
delivered  to  the  building  site  and  the  foundations  being  ready,  the  TIMBOLOK 
sill  is  bolted  to  the  foundation.  On  this  sill  is  placed  the  first  row  of  4"  x  8"  kiln-dried 
Cedar  TIMBOLOK  wall  section,  which  is  nailed  to  the  sill  with  10"  spikes.  The 
corner  posts  being  erected,  are  then  bolted  to  the  TIMBOLOK  members  in  both 
directions  with  9"  lag  screws.  After  the  first  TIMBOLOK  member  has  been  caulked 
with  TIMBOSEAL,  the  next  higher  piece  of  4"  x  8"  TIMBOLOK,  is  ready  for  spiking 
down.  These  pieces  are  delivered  splined  and  end-grooved  to  fit  into  the  corner 
posts,  door  and  window  frames.  The  operation  of  caulking  and  spiking  down  con- 


CUT-OFF  SAW  has  just  cut  TIMBOLOK  to  desired  length.  Photo  shows 
TIMBOLOK  being  tested  for  moisture  content  on  surface  of  timber.  All  timber 
used  in  TIMBOLOK  homes  must  register  less  than  1 5%  moisture  content. 
This  prevents  shrinkage,  warping  and  swelling. 


SPLINE  OR  TONGUE  has  been  inserted  in  the  TIMBOLOK  member  and  the 
lace  is  being  sanded  to  produce  a  smooth  painting  surface. 


TIMBOLOK  STRAIGHT-LINE  PRODUCTION  methods  with  power  conveyors 
make  it  possible  to  give  you  a  better  home  at  less  cost.  In  foreground^  end¬ 
grooving,  the  final  operation  is  being  done  to  accommodate  the  tongues  on 
corner  posts,  window  and  door  frames. 


tinues  until  the  window  sills  are  reached,  and  at  this  point  the  window  frames,  which 
have  the  sash  already  fitted  and  hung,  are  placed  on  the  TIMBOLOK  wall.  The 
operation  of  caulking,  placing  and  spiking  the  TIMBOLOK  members  continues  until 
the  eaves  are  reached.  If  the  building  is  a  2-story  building,  when  the  second  floor  is 
reached,  the  interior  partitions  are  erected  and  the  second  floor  joists  are  placed  and 
secured  in  the  TIMBOLOK  wall  in  the  2%"  recess  provided  for  them.  TIMBOLOK 
walls  have  been  erected  to  a  height  of  36  feet  above  the  foundation  and  have  stood 
the  test  of  time  showing  no  expansion  or  contraction.  TIMBOLOK  walls  have 
withstood  hurricanes  and  floods  where  other  walls  have  failed. 

Any  interior  wall  finish  can  be  used,  but  the  TIMBOLOK  dry  wall  method  is  recom¬ 
mended  since  it  produces  a  smooth  wall,  with  no  joints,  saves  time  in  erection,  besides 
leaving  the  house  dry  when  ready  for  occupancy. 

Between  the  exterior  4"  TIMBOLOK  wall  and  the  interior  finished  wall,  there  is  a 
dead  air  space.  This  space  is  blocked  off  at  floor  and  ceiling  and  will  not  permit 
fire  to  use  it  for  a  flue  as  would  be  possible  in  conventional  frame  construction. 

TIMBOLOK  walls  being  4"  thick  are  of  course  very  slow  burning.  The  dead  air 
space  adds  to  the  insulation  at  the  exterior  wall  (See  figure  #1  ,space  between  1 1  and  2). 

TIMBOLOK  window  frames  are  of  solid  construction,  sash  weights  are  replaced  by* 
"Unique"  window  balancers.  Window  and  door  frames  are  made  of  Idaho  White 
Pine,  the  finest  wood  for  this  purpose.  The  window  and  door  frame  construction 
eliminates  air  Infiltration. 

The  TIMBOLOK  method  of  patented  solid  wall  construction  is  especially  economical 
in  summer  cottages  since  the  exterior  wall  produces  a  finished  exterior  and  interior 
surface  in  one  operation.  The  interior  partitions  are  also  made  of  solid  Red  Cedar 
to  correspond  with  the  exterior  walls,  producing  an  all-wood  house,  with  a  minimum 
number  of  parts. 

The  summer  cottages  are  also  delivered  prefit  and  ready  to  assemble.  Some  of  these 
cottages  have  been  built  from  foundation  to  roof  and  ready  for  occupancy  in  one  week. 


ADVANTAGES  OF  TIMBOLOK  WOOD  HOMES 
OVER  OTHER  TYPES  OF  CONSTRUCTION 


♦  Made  of  Western  Red  Cedar  .  .  .  the  pre-eminent 
outside  wood 

#  Completed  model  can  be  seen  before  buying 
4  Can  be  built  on  your  own  lot  at  any  time 

4  Makes  available  finest  architectural  plans 
4  Completed  in  the  time 
4  Stronger  construction 
4  Excels  in  durability 
4  Saves  up  to  50%  on  fuel  bills 
4  Structurally  insulated 
4  Resists  fire 

4  Practically  immune  from  decay 
4  Termite-resistant 
4  Rodent-proof 
4  Cool  in  summer 
4  Easily  altered  for  additions 
4  Takes  paint  and  stain  excellently 
4  Possesses  attractive  grain  and  natural  figures 


ISOMETRIC  VIEW  OF  TIMBOLOK  WALL 


Patents  Pending 


LEGEND 


©TIMBOLOK  SILL,  4'x6’  WESTERN  RED 
CEDAR 

©TIMBOLOK  WALL  MEMBERS  4'x8’  WEST- 
ERN  RED  CEDAR 

^  TIMBOLOK  CORONER  POST— CORNER 
BOARD 

(4)  TIMBOLOK  WINDOW  FRAME 

(5)  10'  SPIKES 

(g)  9'  LAG  SCREWS 


FLOOR  JOISTS 

SUB  AND  FINISHED  FLOOR 

(9)  Va"  furring 

(g)  RAFTERS 

(|])  INTERIOR  WALL  FINISH 
(g)  SECOND  FLOOR  JOISTS 


PICTURES  SHOW 


METHOD  OF  ERECTION 

WITH  TIMBOLOK 


READ  WHAT  THE  PROUD  OWNER  OF  THIS  TIMROLOK  HOME  SAYS . . 
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"ESTIMATED  HEATING  COST  OF  $75  ASTOUNDING  . . . 
ACTUAL  COST  ONLY  $55.45  FOR  COMPLETE  SEASON" 
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'SPEED  OF  BUILDING  . . .  ONE  OF  FINEST 
FEATURES  OF  TIMBOLOK  CONSTRUCTION." 


. .  .  EXTREMELY  WELL  PLEASED  WITH  OUR  TIMBOLOK 


HOME  .  .  .  HEAT  BILL  SURPRISINGLY  LOW  . .  .  $40." 


"WELL  SATISFIED  WITH  MY  BUY. 
TIGHT  CONSTRUCTION  KEPT  INSIDE 
MUCH  COOLER  THAN  OUTSIDE  DUR¬ 
ING  LONG  HOT  SPELL  LAST  SUMMER." 


September  26,  1959 • 


Tlmbolok  Corporation 
Hawthorne,  K.  J. 
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"NOWHERE  ELSE  COULD  I  GET  AS 
MUCH  FOR  MY  MONEY  ...  VERY  ECO¬ 
NOMICAL  TO  HEAT... COOL  IN  SUMMER" 


?  MORE  SATISFIED  TIMBOLOK  OWNERS 


Residence  oF 

CLINTON  SCHLAEFER 
289  New  Bridge  Rd., 
BergenField,  N.  J. 


1 


Residence  of 

Mrs.  WILLIAM  C.  BUTLER 
Franklin  Lakes,  N.  J. 


You  Can  Be  One,  Too,  For  Less  Than  Your  Present  Rent 


Summer  Residence  at  Belmar,  N.  J. 
of  P.  J.  METLIE 
100  Central  Ave., 

Kearny,  N.  J. 


Residence  of 

Mrs.  E.  LOUISE  HOLDEN 
182  N.  Arlington  Ave., 
East  Orange,  N.  J. 


♦ 


Residence  of 

HARRY  MALKMUS 
301  New  Bridge  Rd., 
Bergenfield,  N.  J. 


FROM  MOUNTAIN  RETREATS  TO  COUNTRY  ESTATES  TIMROLOK  HOMES  EXCEL 


Designed  by  Ibe  well-known  architects 

McMURRAY  &  SCHMIDLIN  THERE'S  A  DISTINCTIVE,  LOW-COST  TIMBOLOK  HOME  TO  I 

Union,  N.  J. 


Approx. 

SUIT  YOUR  SPECIFIC  NEEDS ...  A  FEW  SUGGESTIONS  FOR  EXAMPLE:  536 

Monthly 


Buys  the  Williamsburg  Model  TIMBOLOK 
HOME  if  built  on  your  own  plot  or  after  nominal 
down  payment  on  FHA  or  other  Finance  Plan. 


OUTSTANDING  EXAMPLE  OF  TIMBOLOK  VERSATILITY 


"COOLER  IN  SUMMER  AND  WARMER  IN  WIN¬ 
TER  THAN  ORDINARY  TYPE  OF  CONSTRUCTION" 

Says  this  Owner 


cedar  brook  faru 
pRJNg  lake,  new  jersey 


October  let  1933^ 
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NO  CASH  NEEDED 

FOR  A 

TIMBOLOK 

HOME 

you  OiAm  /I  Jlot 


If  you  are  the  owner  of  a  lot,  no  matter  where  it  may  be,  TIMBOLOK  is  the  ideal  home  for  you.  Your 
lot  is  your  down  payment.  The  remaining  amount  is  paid  off  like  rent.  If  you  do  not  own  a  lot,  you 
may  pay  off  the  balance  in  easy  monthly  installments,  after  small  down  payment  has  been  made. 

TIMBOLOK  INC.,  is  prepared  to  arrange  financing  on  any  TIMBOLOK  building.  Financing  charges 
are  at  the  lowest  prevailing  rates  and  an  arrangement  for  obtaining  payments  during  construction  is 
also  available. 


AVERV  lIRR.  . 


f 


Only  a  Few  oF  the  available  plans  are  shown  in  this  booklet. 
IF  you  do  not  see  the  home  you  want,  check  card  For  type 
oF  home  in  which  you  are  interested  and  we  will  be  glad 
to  send  you  other  designs  to  suit  your  requirements. 
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